CONDUIT
DIAMETER TRENCH WIDTH

p < 8" | 24" MIN~32" MAX

8'<C ¢ <12" | 28" MIN~36™ MAX

BASE ASPHALT THICKNESS TO EQUAL EXISTING
PAVEMENT PLUS 17 (4" MIN) WITH 3/4
AGGREGATE COMPACTED TO 95% MIN.

PAVE FLUSH TO MATCH EXISTING

EXISTING AC PAVEMENT
(THICKNESS VARIES).

SEE TABLE BELOW ‘

PAVEMENT SURFACE.
TRENCH WIDTH + 12"

SN
:[ SAW CUT EXISTING PAVEMENT & TACK

EDGE WITH ASPHALTIC EMULSION.
(TYP. BOTH SIDES)

o L CLASS II' AGGREGATE BASE
* - COMPACTED TO 95% MIN.
/ | ——PIPE AND TRENCH ZONE BACKFILL
SEE TABLE ABOVE COMPACTED TO 90% MIN.

FOR ACCEPTABLE
TRENCH WIDTHS PROPOSED CONDUIT

PHASE 1: BASE PAVING

COLD PLANE 1-1/2" & PAVE WITH
ASPHALT CONCRETE, 1/2" AGGREGATE.
INSTALL FLUSH ON BOTH SIDES OF

MINIMUM COVER TRENCH TO MATCH EXISTING.
DRY _UTILITY MIN. DEPTH | TRENCH WIDTH + 24" |
GAS 30" ‘
GAS SERVICE 30" ) _
PRIMARY ELECTRIC 42"
SECONDARY ELECTRIC 30"
ELECTRIC SERVICE 0" | gy
MULTIPLE ELECTRIC CONC. ENCASED 24"
CATV 24"
TELCO 2 4” Ea

PHASE 2: FINISH PAVING

NOTES:

1.

PHASE 2 FINISH PAVING SHALL BE COMPLETED NO EARLIER THAN 14 CALENDAR DAYS AFTER PHASE 1

BASE PAVING OR AS DIRECTED BY THE CITY INSPECTOR.
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